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Concrete sedimentation tanks 

Type: BIOS-C 

Material: REINFORCED CONCRETE 

 
DESCRIPTION  

• Reinforced concrete tank C45/55 

• 600mm inspection opening equipped with a cast-iron inspection lid class C250 or 
D400 

• Inlet and outlet hole with a sealed sleeve 

• Inlet and outlet deflector  

• Option: superstructure 
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diameter 
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diameter 

 I 

Inlet 
height 

 E 

Outlet 
height 

 S 

Total height 
H without 

Dn 

Inlet 
diameter 

DN 
Total height 

Weight of 
the heaviest 

element 
(approx) 

 [l] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [t] 

BIOS-C 1,0 1000 1300 1000 1455 1425 2005 110-250 H+DN 3,00 

BIOS-C 1,5 1500 1500 1200 1510 1480 2060 110-250 H+DN 3,60 

BIOS-C 2,0 2000 1500 1200 1950 1920 2500 160-315 H+DN 4,16 

BIOS-C 3,0 3000 1800 1500 1880 1850 2430 160-400 H+DN 5,52 

BIOS-C 4,0 4000 2300 2000 1455 1425 2005 160-400 H+DN 6,24 

BIOS-C 5,0 5000 2300 2000 1775 1745 2325 200-500 H+DN 7,51 

BIOS-C 6,0 6000 2300 2000 2090 2060 2640 200-500 H+DN 6,40 

BIOS-C 8,0 8000 2800 2500 1810 1780 2360 200-630 H+DN 6,90 

BIOS-C 10 10000 2800 2500 2220 2190 2770 200-500 H+DN 8,00 

BIOS-C 12 12000 2800 2500 1880 1850 2430 200-800 H+DN 6,90 

BIOS-C 15 15000 3300 3000 2300 2270 2850 200-400 H+DN 11,77 

 
 

Other dimensions and flows can be aquired if arranged beforehand. Please contact our office if you need technical 
documentation. 
Bearing in mind the constant quality improvement of our products, Biocent reserves the right to alter the dimensions of 
the products as well as adapting them to the installation conditions 
 


