
 

Sedimentation basin class I in compliance with 
PN EN 858 

Model: BIOS-G 

Material: GRP 

 
 
 
 
 
DESCRIPTION 

• Basin in compliance with  PN-EN 858-1:2005 + PN-EN 
858-2:2003 

• Device made of poliester reinforced with fiber glass 
from orthopthalic resins 

• Installation free-standing or underground  

• Inlet and outlet slot PVC 

• Polyester lid 

 
 
 
 
 
 
 
 
 

 
 
 
 
 

Model 
Basin 

capacity 
Qnom 

Diameter 
 J 

Inlet slot 
height E 

Outlet slot 
height 

 S 

Total height 
 H 

Inlet slot diameter 
 DN 

Weight of the 
heaviest el. (approx) 

 [l] [mm] [mm] [mm] [mm] [mm] [kg] 

BIOS-G 0,5 500 1000 640 630 900 110/160 39 

BIOS-G 0,7 700 1000 840 830 1150 110/160 45 

BIOS-G 1,0 1000 1000 1250 1240 1520 160/200 62 

BIOSEP-G 1,5 1500 1000 1850 1840 2150 160/200 78 

 
OPTIONAL EQUIPMENT 
 

Dedicated extensions’ 
height:. 250mm; 500mm; 
750mm with the option of 

connecting 

Ascension pipe 
adapter 

Overfill and level of 
pollutants alarm 

Drain installation 
DN 65 

Leakproof manhole type 
BKP, in case the separator 

is fitted under the floor 

 
 
 
 

 
 
 
 
 


